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Introduction
Nowadays, the car is essential for our lives, not only for travel but also for everyday tasks like going to work or shopping. Due to this increased use of vehicles, there are time constraints and parking space. In cities, there are zones, called blue and green zones. Here, the payment system is based on a machine in which a ticked is obtained. This ticket depends on the time you have paid for, but it is a pre-payment form. There exists a guard, who supervises that every user is paying for the parking service. This task consists of looking at the ticked inside the car and writing fines in case there are some infringement or if the ticket is not visible. So, we can consider that the system of parking in these zones is inefficient and uncomfortable for users as well as guards. The proposed model will seek to overcome these difficulties and improve its efficiency. The main goal of this research is to develop a system that facilitates the client and the guard tasks. Nowadays, the mobile device is an essential tool daily used. That's why a mobile model is implemented so that a user manages his payments, receive notification if any infringement has incurred or know the position of the car at any time. As well, the guard can access via his mobile device to the vehicle identification mechanisms.
This identification was developed by NFC technology and by image recognition. Although there are previous studies that try and solve this problem efficiently [LÓPEZ, J. M., 2006], there are still difficulties to recognize plates, such as image resolution, color, lighting or computing load. Some ways to partially overcome these problems are the use of infrared camera to know about the position of plates and easily read digits [VÁZQUEZ, 2002] . In our case, the camera position is always variable because it is a mobile device. This is a difficulty that provokes the system not to work properly, so we consider essential the research and improvement of the techniques proposed for license plate recognition using a mobile device, and the integration of this system into a multiagent system to facilitate the communication among the server, the device and the data provider among others. The paper is structured as follows: Section 2 explains a brief review about agents, NFC technology and image recognition. Section 3 describes the system, integrated with agents and with OCR techniques. Finally, section 4 presents preliminary results of NFC and image identification, studying several algorithms and their results as well as conclusions and future improvements in the system. 
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System description
As discussed above, the system to be built is based on agents [VENTURINI, V. et al. , 2012] . Note that the most important part of our research is to manage the identification, as it is the place where the studies have focused on image recognition, studying OCR with other clustering algorithms and neural networks. We study the NFC identification protocol as well. The first step in this section include descriptions of agent-based system, to focus after on one target system: identification of an environmental object. We have employed GORMAS [ARGENTE, E. et al., 2008], and as anticipated in section 3, PANGEA [ZATO, C. et al. , 2012] has been our ultimate development platform. In developing the design of the virtual organization and establish the model is necessary to analyze the needs and expectations of potential users of the system. The result of this analysis will be the roles of the entities involved in the proposed system. In particular, the following roles were found:
• User. Represents the user or client system. In this case, the user will be vigilant or client. The agent will separate because different functionality depending on the role you acquire. • Supervisor: An agent that exercises this role will have overall control of the system. Analyze the structure and syntax of all messages in and out of the system.
A fully description of this techniques will be presents on the following sections.
Car identification techniques
Managing vehicle identification has been a central part of our research. In this process, various techniques have been explored and chosen the most adapted to the needs. We will explore each of them, commenting on the study process and the development. The NFC recognition is one of the techniques that allowed us to recognize an object in the environment, in our case the vehicle. The system is design in order to recognize habitual vehicles, that is, vehicles registered in our system.
Unregistered vehicles are identified by using image recognition. In NFC, the goal is to communicate an active device (mobile device) with a passive device (NFC tag). On the left is wearing a blue strip with the symbol of the European Union and the letter E for Spain, and contains three letters ranging from BBB to ZZZ, and 4 digits ranging from 0000 to 9999. This character set is the necessary key to the identification of each vehicle. Being a white plate with black letters, it facilitates to some extent the image processing. The purpose of preprocessing is to obtain a binarized image, where there are only black and white colors. There are many techniques to improve image quality and convert it in black and white. In fact, many times the recognition algorithm success depends heavily on this pre-processing and extraction of digits. In this study we have tried various forms of image processing, though the best results have been given, as described below. To extract the digits, a similar process was followed. Figure 2 shows the final result. To recognize the digit two techniques were studied. On one hand, various clustering algorithms are contemplated and finally opted for the study of the nearest neighbour algorithm. Furthermore, a multiperceptron neural network was trained, and the results were observed. In particular, we consider 50 neighbors for the clustering algorithm, and a multilayer perceptron net in the case of neural nets, with only one hidden layer of 150 neurons, 144 entries (one for each pixel of the image), and 28 output neurons, one for each letter. A tansig function is considered as the activation function in hidden layer, and a logsig function for output layer.
In both cases it has had to create a set of training data, and test data. For training, eight examples of each letter, considering that may have different inclinations (included in the training set) are created. With this training set, the neural network and the clustering algorithm was trained and then tested with images collected from real examples, to study what level of precision and total error committed.
Results and Discussion
The degree of accuracy in identifying the vehicle with NFC is always 100 %. Tests have been carried out with four types of NFC tags of different technologies, depending on the capacity (0'5K, 1K or 2K), always with the same results. Possible security issues have not been taken into account due to the brevity of the communication between the tag and the mobile device. Still, it is desirable to study new innovations to protect this type of communication. This study is already in future lines. There were two difficulties when collecting data. The first was to develop an agent collecting data correctly by the necessary protocols. Fortunately, there are interfaces that facilitated the exchange of information between the active and passive device. The second difficulty was to study what was the maximum distance at which the mobile device detects the tag. This was an important functionally because the guard wants the best possible comfort to read labels. Therefore, it was investigated on different ways to increase the recognition distance.
In the end, the conclusion was that we relied mainly on hardware and type of active device used.
Test were made to study the results with license plate recognition in an image, with special attention to the type of lighting and features, and the type of algorithm or structure implemented. The nearest neighbor algorithm was set to 50 neighbors to consider when classifying each character. Neural networks were a little more complex to define and train, so it was considered only a Multilayer Perceptron network with a hidden layer. The first problem was precisely determine the most appropriate network structure. From the outset, we consider a network with an input pixel. It was determined that each image must be 12 pixels high by 12 pixels wide, which left us with a neural network of 144 entries. The number of outputs had to be equal to the total points (28 output neurons, one for each letter). 
Conclusions
The research presented herein aims to bring new perspectives in the field of image recognition using the multiagent systems to communicate data server and camera from a mobile device. Also research in the field of virtual organizations was essential for the proper management of the implementation of a multiagent system. In this regard, it has been studied and used a development-oriented organization method that covers the analysis and design of the structure of de virtual organization, showing that the system is feasible to solve our problem of parking automation. With this approach, the expected benefits are to improve the users' comfort. On one hand, the user is able to safe his money, because he only pays the time he was parked. On the other hand, the payment, the payment renovation after the limit of time imposed by the enterprise is made only touching a button. Also, the model assists the guards by identifying the vehicle in a very easy way only aproximating the mobile device to the stick in the car glass. This might provoke that the enterprise can have less employeers. Also, the enterprise can take advantage of the users' vehicle localization to advertise restaurants or shops near the user.
So, could you discuss the expected profits estimation as well as possibility of direct application of the results provided. What about a real-life verification of the approach proposed?
We have shown that there is a viable way of recognizing digits using a camera of a mobile device. However, the results have not been as good as expected at first. As a future line, we propose to improve results not only on accuracy, but at runtime, essential because of the limited resources of the mobile device and the nature of it (easy to use and fast). Some proposals to reduce this time could be to use another clustering algorithm, another neural network structure or even change the network. This should never be detrimental to the accuracy of the results. Anyway, it is viable to use this identification system in a real system, allowing the guard to correct manually if there is a mistake in the plate recognition.
In addition to these improvements, this application can be analyzed for future research in other fields of research. For example, the application could tell the user what places are free, looking for a new algorithm fuzzy logic to decide in terms of traffic and a number of certain parameters. However, this work has not been explored yet.
